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Nipple drinkers 
for pigs and piglets

with the acid proof
stainless steel nipples

Standard values for water demand

Live weight 
(kg)

Water demand 1 
(l/animal/day)

Height nipple drinkers 
45° 2 (cm)

Recommended  
flow rate 3 (l/min)

Suckling piglets 1 - 7 0,3 - 0,7 10 0,3 - 0,4

Weaned piglets 7 - 30 0,5 - 2,5 20 - 40 0,4 - 0,6

Fattening pigs
30 - 77 2,0 - 7,0 45 - 60 0,5 - 1,0

75 - 120 5,0 - 10,0  70 1,0 - 1,5

Sows

 - scaffold/ downbearing

100 - 250

8,0 - 12,0 90 1,5 - 1,8

 - high-bearing 10,0 - 15,0 90 1,5 - 1,8

 - suckling 15 + 1,5/piglet 90 2,0 - 3,0

Boars 12,0 - 15,0 90 1,5 - 1,8

 1) These values are indicative and may 
vary depending on the climatic zone 
and the type of farming.

 2) Lower edge of nipple
 3)  The flow rate of the nipples and 

sprayers depends mainly on the water 
pressure, the pipe cross-section and 
the valve opening.



General information

The LUBING pig nipples art. 6006 
(1/2“)/ 6008 (3/4“) for sows, bree-
ding and fattening pigs with brass 
housing. Also the piglet nipple art. 
6026 (1/2“) with brass housing and 
stainless steel point. Flow rates can 
be regulated from the outside with a 
adjusting screw.

Technical data:
Installation angle: 15°/45°
Installation height   
weaner: 25 - 60 cm
Installation height  
hog:  70 - 90 cm
Installation height  
sows: 90 - 110 cm
Flow rate 6006/08: 2 - 4 l/min
Flow rate 6026: 0.5 - 2 l/min
Pigs per Nipple 6006/08: max. 12 pigs
Pigs per Nipple 6026: 10 - 12 piglets

The LUBING piglet nipple for piglets 
rearing and preliminary fattening. 
The easy and problem-free activation 
secures a good water supply of the 
piglets. art. 6130-5 with hexagonal. 
The flow rate can be adapted with the 
throttle disk.

Technical data:
Installation angle: 15°/45°
Installation height: 25 - 50 cm

Flow rate: 0.3 - 2.5 l/min

Pigs per Nipple: 10 - 12 piglets

The LUBING nipple drinker for fatten-
ing pigs. The versions with external 
hexagonal art. 6131-5 with sturdy tap-
pet and sturdy spring for a long life 
span. The flow rate can adapted with 
the throttle disk.

Technical data:
Installation angle: 15°/45°
Installation height  
weaner: 25 - 50 cm 
Installation height  
hog: 50 - 70 cm

Flow rate: 0.3 - 2.5 l/min

Pigs per nipple: 10 - 12 pigs

art. 6006/6008/6026 art. 6130-5 (Stainless steel) art. 6131-5 (Stainless steel) art. 6132-5/6133-5 (Stainless steel)

The LUBING nipple drinker 
for boar and sows. The sturdy  
nipples with 1/2” external thread art. 
6132-5 and with 3/4” external thread 
art. 6133-5 supply the large, neces-
sary quantities of water. The flow rate 
can be adapted with the throttle disk.

Technical data:
Installation angle: 15°/45°
Installation height: 90 - 110 cm

Flow rate: 0.2 - 4.5 l/min.

Pigs per nipple: 1 - 4 pigs

The LUBING nipple for bowl drinker 
art. 6110-5. Trough nipple art. 6111-5/ 
6112-5/6115-5. With the socket art. 
6113-5 the nipples can be fastened 
also to pipes with external thread. 
The flow rate can be adapted with the 
throttle disk.

Technical data:
Installation 
position: 2 - 5 cm above  
 trough or bowl  
 bottom

Flow rate: 0.2 - 4.5 l/min.

Pigs per nipple: 10 - 12 pigs

The LUBING trough sprayer for sows is 
fitted above the trough with the spray 
holes pointing towards the back. The 
pigs actuate the valve mandrel with 
their nose.

Technical data:
Installation 
position: 7 - 9 cm above  
 trough bottom
Spraying angle 
(2 holes): 60°
Spaying angle 
(3 holes): 120°
Flow rate: 2 - 4 l/min.

Pigs per sprayer: 1 - 4 pigs

The LUBING nipples for pigs guaran-
tee always fresh drinking water. The 
robust design provides high working 
reliability with smallest maintenance. 
The high quality materials provide for 
all nipples made complete of stainless 
steel a high acid resistance. This con-

struction provides a long service life 
of the nipples and sprayers. Nipple 
and sprayer are connected directly to 
the water pressure pipe (max. 4 bar). 

All stainless steel nipples have a sieve 
and a throttle disk with three holes to 
adapt the flowrate to the individual 

need. By adjustment of the flow rate 
and the construction of the nipples 
the water waste is reduced to a mini-
mum.

Versions 2 holes 3 holes

External thr. art. 6101-5 art. 6102-5

Internal thr.. art. 6103-5 art. 6104-5

art. 6110-5/6111-5/6112-5/ 6115-5 
(Stainless steel)

art. 6101-5/6102-5/6103-5 und 6104-5 
(Stainless steel)

Brackets – acid-resistant

With the stainless steel brackets with 
15° and with 45° the nipples or spray-
ers can be mounted at the wall. Con-
necting to the water line with the fe-
male thread.


